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Dear Friends

Brand DJPLUS was established in Delhi, INDIA in 2004. Now shifted to modern
and well equipped factory in Tronica City, Ghaziabad, Uttar Pradesh. We are
Specialized in manufacturing of Public Address Systems and DJ Systems. We
have 30 years experience in Professional Audio Industry .

DJPLUS is famous in sound industry for its highly credible quality and a most
reasonable price. It aims at “better quality, lower price” ideclogy to provide the
best products and service.

Our Main Products Cover PA Amplifier, Power Amplifiers, Audio Mixers,
Microphones, Wireless Microphones, Driver Units, Ceiling Speaker, Column
Speakers, High Frequency Drivers, high quality professional loudspeakers,
Speaker Systems, Portable PA systems, Teaching Amplifiers, Musical
Instruments Amplifiers, USB Mp3 Players, Active and Passive Crossovers,
Effect Units, Audio Connectors, Audio Cables and Accessories.

We own a very good workshop and working environment, moreover, we have a
team of excellent staffs and technicians who have rich experience in this line
and have a great capability of researching and manufacturing.

Our mission: satisfying customer’s needs, organizational and production
flexibility, continuous aim towards research and innovation. To achieve this
difficult target, we are constantly challenging ourselves.

As DJPLUS Team, we are proud to make our contribution in raising your
product performances to a higher level!

Team DJPLUS
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PROFESSIONAL DJ & PA AMPLIFIER

MASTER
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PROFESSIONAL DUAL zone ameLicier DZA-T2000M

Zone-g

MASTER
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MADE WITH HI-TECH
TOROIDAL TRANSFORMER

TOP HANDLE
(EASY TO CARRY)

SPECIFICATIONS

POWER OUTPUT

INPUT

TONE CONTROLS

OUTPUTS

SPEAKER OUTPUTS

POWER SUPPLY

DZA-120007In

800W + 800W Max.,
600W + 600W at 10%THD

Mono 2 x 200mV/100kQ
Stereo L/R 200mV/100kQ
Line LIR 1V/50kQ

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1v/1kQ

20, 40, 8Q), 70V & 100V for each zone

AC: 220-240V 50/60Hz
DC: 36V (3 X 12V Car Battery)
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PROFESSIONAL DJ & PA AMPLIFIER
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I POWER PA MIDCER ARLIFER

PROFESSIONAL

DPA-TO0008

BOOSTER POWER AMPLIFIER

DPA-10000B8

SPECIFICATIONS DPA-10000M DPA-10000B
POWER OUTPUT 1400W Max. [ 1000 RMS at 10% THD | 1400W Max. / 1000W RMS at 10% THD
INPUT 8 X Mic 0.8m\//4 7kQ 1 X Line 200mV/ 100k
3 X Aux 100mV/50k0 1 X Line 1V/50k0
1 X Aux 250mV/50k0 1 X 200mV Input
1 X Line 1V/50k0
TONE CONTROLS Bass + 10dB AT 100Hz Bass £ 10dB AT 100Hz
Treble + 10dB AT 10kHz Treble + 10dB AT 10kHz
OUTPUTS Preamp 200mV/8000, Line 1v/1k0 Line 1v/1k()
SPEAKER OUTPUTS 10, 20, 40, 70V & 100V 10, 20, 40, 70V & 100V MADE WITH HITECH
POWER SUPPLY AC: 220-240V 50/60Hz AC: 220-240V 50/60Hz TOROIDAL TRANS—FORMER
DC; 48V [ 4 X 12V Car Battery) DC: 48V (4 X 12V Car Battery)
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PLUS

PROFESSIONAL

DJ-TO000

BOOSTER AMPLIFIER

ZONE - A

MASTER

DJ-10000

DU ZONE B0 OE TER SIS IF a5

DZA-10000Im

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

DJ-10000
1000W Max. / 800W RMS at 10% THD

1 X Line 200mVv/100k0
1 X Line 1V/50k0

Bass + 14dB AT 100Hz
Mid + 7dB AT 1kHz
Treble + 14dB AT 10kHz

Line 1w/1k0
10, 20, 70V & 100V
AC: 220-240V 50/60Hz

DZA-10000M
BOOMBO0W Maz. | S00VY+500W RMS at 10% THD Each Zone

Line 200m\V/100k0 Each Zone
Line 1W/50kQ Each Zone

Bass = 10dB AT 100Hz

Treble + 10dB AT 10kHz

Line 1v/1kQ

201,40, 80, 70V & 100V

AC: 220-240V 50/80Hz TOP HANDLE
{EASY TQO CARRY)
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DJ 15000

PR oS E R

D J7-12000

BOOSTER AMPLIFIER

D J-15000

D J-1 2000

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

08

DJ-15000
1700W Max./1500W RMS at 10% THD

1 X Line 200mV/100kQ
1 X Line 1v/50kQ

Bass + 14dB AT 100Hz
Mid £ 7dB AT 1kHz
Treble + 14dB AT 10kHz

Line 1v/1kQ
200 40 TOVEI00V
AC: 220-240V 50/60/Hz

DJ-12000

| 1400W Max./1200W RMS at 10% THD

1 X Mic 1.5mVi4.7KQ
1 X Aux 220mV/470k0, 1 X Line 1V/10kQ

Bass + 14dB AT 100Hz
Mid + 7dB AT 1kHz
Treble + 14dB AT 10kHz

Line 1w/1kQ
200 40.T0VE 100V

AC: 220-240V 50/60/Hz

MADE WITH HI-TECH

TOROIDAL TRANSFORMER
(DJ-15000)
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SPECIFICATIONS DJ-801 DJ-601
POWER QUTPUT 1000W Max /B00W RMS at 10% THD | BOOW Max. / B0CW RMS at 10% THD
INPUT 1 X Mic 1.5mVI4.7KQ 1 X Mic 0.8mV/d. 7TKQ

1 X Aux 220mV/470kE2, 1 X Line 1VH0KkD | 1 X Aux 100mV/470k0, 1 X Line 1V/10k0

TONE CONTROLS Bass + 14dB AT 100Hz Bass + 14dB AT 100Hz
Mid + 7dB AT 1kHz Mid 4 7dB AT 1kHz
Treble + 14dB AT 10kHz Treble + 14dB AT 10kHz
OUTPUTS Line 1v/1k02 Line 1v/1kQ
SPEAKER OUTPUTS 20,40, 70V&100V 20,40, 70V & 100V
POWER SUPPLY AC: 220-240V 50/60/Hz AC: 220-240V 50/60Hz TOP HANDLE

(EASY TO CARRY)



PROFESSIONAL DJ & PA AMPLIFIER

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

TONE CONTROLS

QUTPUTS

SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

TONE CONTROLS

QUTPUTS

EFFECT
SPEAKER QUTPUTS
POWER SUPPLY

DPA-6000IM
800W Max. / 600W RMS at 10% THD

T X Mic 0. 8Bm\/14.TKQ
2 X Aux 100mV/470k0
1 X Line 1W/50k0

Bass + 10dB AT 100Hz
Treble £+ 10dB AT 10kHz

Preamp 200mW/B000), Line 1w/1k(
20,40, B0, 70V & 100V

AC: 220-240V 50/60Hz
OC: 36V ( 3 X 12V Car Battery)

DPA-60008
BOOW Max. / 600W RMS at 10% THD
1 X Line 200mV/100k0

1 X Line 1v/50k0

Bass + 10dB AT 100Hz
Mid <+ 10dB AT 1kHz
Treble * 10dB AT 10kHz

Preamp 200mV/6000, Line 1w/1kQ
20,40, BD, 70V & 100V

AC: 220-240V 50/60Hz
DC: 36V ( 3 X 12V Car Battery)

TZA-5000¢€in
00NV -+ 300WY Max. | 250W + 250W RMS at 10% THD

6 X Mic 0.65m\/4.7KQ

2 X Aux 100mV/470k
Sterea L/R 200mV/100kQ
Line LR 1W/50kQ)

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200Mv/60001
Line 1¥/1k0

20,40, BO, 70V & 100V

AC: 220-240V 50/60Hz
DC: 24V ( 2 X 12V Car Batlery)

DPA-350€
450W Max. / 350W RMS at 10% THD

7 X Mic 0.8mV/(4.7KQ
2 X Aux 100mV/470k0, 1 X Line 1V/50kQ

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200mV/6000
Line 1W/1k0

ECHO, REPEAT, DELAY
20, 40, 80, TOV & 100V

AC: 220-240V 50/60Hz
DC: 36V (3 X 12V Car Baltery)



SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

EFFECT
TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

TONE CONTROLS

EFFECT

OUTPUTS

SPEAKER QUTPUTS
POWER SUPPLY

DPA-250I1Im
300W Max. { 250W RMS at 10% THD

6 X Mic 0.65mV/4.7KQ
2 X Aux 100mVi470kQ, 1 X Line 1W/50k0

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200mV/6000, Line 1V/1kQ
20,40, 80, 70V & 100V

AC: 220-240V 50/60Hz
DC: 24V ( 2 X 12V Car Batlery)

DPA-=250€
300W Max. / 250W RMS at 10% THD

B X Mic 0.65m\/4.7KQ
2 X Aux 100mV/470k0, 1 X Line 1V/50k0

ECHO, REPEAT, DELAY

Bass + 10dB AT 100Hz

Treble + 10dB AT 10kHz

Preamp 200mV/6004, Line 1V/1kQ
20,40, 80, 7OV & 100V

AC: 220-240V 50/60Hz
DC: 24V ( 2 X 12V Car Battery)

DPA-250InA
300W Max. / 250W RMS at 10% THD

6 X Mic 0.65mV/4.7KQ
2 X Aux 100mV/470ke, 1 X Line 1V/50k0

Bass + 10dB AT 100Hz
Treble £ 10dB AT 10kHz

Preamp 200mVv/8000, Line 1W/1kQ
200, 40, BO, TOV & 100V

AC: 220-240V 50/60Hz
DC: 24V (2 X 12V Car Battery)

DPA-160IT
200W Max, { 160W RMS at 10% THD

5 X Mic 0.85m\V/4.7KQ
2 X Aux 100mV/470k0, 1 X Line 1V/50kQ

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

ECHO, REFEAT, DELAY
Preamp 200mV/B000., Line 1V/1kQ
200, 40, BO, 70V & 100V

AC: 220-240V 50/60Hz
DC: 24V ( 2 X 12V Car Battery)



PROFESSIONAL DJ & PA AMPLIFIER

SPECIFICATIONS
POWER OUTPUT
INFUT

TONE CONTROLS

EFFECT

QUTPUTS

SPEAKER QUTPUTS
POWER SUPPLY

DPA-I120M
180W Max. / 120W RMS at 10% THD

5 X Mic 0.65m\/4.7KQ
2 X Aux 100mV/ATOKQ, 1 X Line 1V/50k0

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

ECHO, REFPEAT, DELAY
Preamp 200mV/I6000, Line 1W/11k0
40, 80,160, 70V & 100V

AC: 220-240V 50/60Hz
DC: 12V ( 1 X 12V Car Battery)

MOBILE PA AMPLIFIER - Built-in Digital Player & SIREN

SPECIFICATIONS DPA-5005 WU

POWER QUTPUT 40W

INPUT 1 UHF WIRELESS MIC/ 1 MIC WIRED
& 1 AUX

DIGITAL PLAYER Built-in Digital Player with MMC/USB
Reader, Bluetooth, FM with LED Display

SIREN Two Tone (Wailing & Yelping)

MOUNTING Amplifier Mounting bracket supplied

POWER SUPPLY 12V Car Battery

SPECIFICATIONS DPA-500S

POWER OUTPUT 40W

INPUT 2 MIC WIRED & 1 AUX

DIGITAL PLAYER Built-in Digital Player with MMC/USE
Reader, Bluetooth, FM with LED Display

SIREN Two Tone (Wailing & Yelping)

MOUNTING Amplifier Mounting bracket supplied

POWER SUPPLY 12V Car Battery

SPECIFICATIONS DPR-30

INPUT/ QUTPUT Stereo  Mono

DIGITAL PLAYER Buill-in Digital Recorder /Player &
Bluetooth with LCD Display

'''''' TONE CONTROLS Recording Level, Play Level
POWER SUPPLY AC: 220-240V 50/60Hz

o=l

12

DC: 12V (1 X 12V Car Battery)



PROFESSIONAL DJ & PA AMPLIFIER + DIGITAL PLAYER
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D r-10000U

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT

INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

D_J-10000U
1000W Max. / BOOW RMS at 10% THD

1 X Aux 200m\/100k0

1 X Line 1V/50kQ

Built-in Digital Player with SDIMMC/USE
Reader with LCD Display

Bass + 14dB AT 100Hz
Mid £ TdB AT 1kHz
Treble + 14dB AT 10kHz

Line 1v/1kHz
10,20, 70V & 100V
AC: 220-240V 50/60Hz

DZA-10000U
BACAYHELN Max. 150005001 RIS 1 0% THD Eaeh Zne

Line 200m\//100k0: Each Zone
Line 1V/50k(} Each Zone

Builtin Digital Player with SDIMMC/USE
Input with LCD Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1u/1kQ
20,40, B0, 7OV & 100V
AC; 220-240V 50/60Hz

D IJ-&601U
BOOW Max. / B00W RMS at 10% THO Each Zane

1 x Aux 100mV/470k0
1 % Mic 0.65m\/4. Tk
1 x Ling 1Y/10kQ

Builtdn Digital Player with SDIMMC/USE
Reader with LCD Display

Bass + 14dB AT 100Hz
Mid + 7dB AT 1kHz
Treble + 10dB AT 10kHz

Line 1u/1k
20), 40, 7OV & 100V
AC: 220-240V 50/80Hz

TZA-5000U

300W+300W Max./250W + 250\ RMS
at 10% THD

6 % Mic 0.85m\Vi4. 7KL, 2 X Aux 100mV/470k0
Stereo LR 200mV/1 00k, Line LIR 1V/50kQ
Built-in Digital Player with SDIMMCIUSE
Reader with LCD Display

Bass £ 14dB AT 100Hz

Treble + 14dB AT 10kHz

Line 1w/1k02, Preamp 200mV/6000
20040 70V8100V

AC: 220-240V 50/60MH,
DC: 24V (2X12V Car Battery)



PROFESSIONAL DJ & PA AMPLIFIER + DIGITAL PLAYER
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SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

EFFECT

OUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER DUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

DPA-Z50U
450W Max. / 350W RMS at 10% THD

5 X Mic 0.8mV/4.TKQ
2 X Aux 100mV470k0, 1 X Line 1V/50k0

Built-in Digital Player with SDIMMCIUSB
Bluetooth & FM Input with LCD Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200m\Vi6000, Line 1V/1kQ
200, 40, 80, TOV & 100V

AC: 220-240V 50/60Hz
DC: 36V ( 3 X 12V Car Battery)

DPA-Z200UE
350W Max. J300W RMS at 10% THD

7 X Mic 0.65mV/4.7KQ
2 X Aux 100mVi470k, 1 X Line 1V/50k0

Builtin Digital Player with SDIMMC/USB
Bluetooth & FM Input with LCD Display

Bass £ 10dB AT 100Hz
Treble + 10dB AT 10kHz

ECHO, REPEAT, DELAY
Preamp 200m\/600£}, Line 1V/1kQ
20,40, 80, TOV & 100V

AC: 220-240V 50/60Hz
DC: 24V ( 2 X 12V Car Battery)

DPA-250U
300W Max. | 250W RMS at 10% THD

6 X Mic 0.85mV/4.7KQ
2% Aux 100mVi4 70k, 1 X Line 1V/S0KQ

Built-in Digital Player with SDIMMC/USB
Input with LCD Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200m\6000, Line 1V/1k0
201, 40, 80, TOV & 100V

AC: 220-240V 50/60Hz
DC: 24V [ 2 X 12V Car Battery)

DPA-250UA
300W Max. | 250W RMS at 10% THD

B X Mic 0.85mV/d.7TKQ
2 X Aux 100mV470ka, 1 X Line 1V/50kQ

Built-in Digital Playsr with SDIMMC/USB
Bluetoath & FIM Input with LED Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Preamp 200mVi6000, Line 1V/1kQ
201, 40, 80, 70V & 100V

AC: 220-240V 50/60Hz
DC: 24V | 2 X 12V Car Battery)



PA AMPLIFIER + DIGITAL PLAYER

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER QUTPUTS
POWER SUPFLY

SPECIFICATIONS
POWER OUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

EFFECT

QUTPUTS

SPEAKER OUTFUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

DPA-160U
2000 Max, { 1600 RMS at 10% THD

5 X Mic 0.85mvi4.7TKQ
2 X Aux 100mV470kQ, 1 X Line 1V/50k0

Bullt-in Digital Player with SDIMMCIUSB
Biuetooth & FM Input with LCD Display

Bass + 10dB AT 100Hz
Trebla + 10dB AT 10kHz

Preamp 200Mv/B000Q, Line Tv/1kQ
20, 400, 80, 70V & 100V

AC: 220-240V 50/60Hz
DC: 24V (2 X 12V Car Battery)

DPA-T120U
160 Max, 120 RMS at 10% THD

5 X Mic 0.85m\V/4. 7KQ
2 X Aux 100mV/470k0, 1 X Line 1W/50kQ

Bullt-in Digital Player with SD/MMC/USB
Bluetooth & FM Input with LCD Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Praamp 200Mv/B00C, Line vk
40, 80160 70V & 100V

AC: 220-240V 50/60Hz
DC; 12V ( 1 X 12V Car Battery)

DPA-85U
110W Max, | B5W RMS at 10% THD

4 X Mic 0.85mV/i4.7KQ
1 X Aux 100mV/470kQ

Builtin Digilal Player with SDIMMC/USE
Input with LCD Display

Bass £ 10dB AT 100Hz
Treble + 10dB AT 10kHz

ECHO, REPEAT, DELAY

Line 1v/1kQ

40, 80, 160 70V & 100V

AC: 220-240V 50/80Hz

DC: 12V ( 1 X 12V Car Battery)
DPAa-80U
110W Max, / 85W RMS at 10% THD

4 X Mic 0.65mV/d.7KQ
1 % Aux 100mV/470k0Q

Builtin Digital Player with SDIMMC/USE
Bluetooth & FM Input with LED Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1V/1k0
40, 80, 160 70V & 100V

AC: 220-240V 50/60Hz
DC: 12V ( 1 X 12V Car Battery)



SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

EFFECT

OUTPUTS
SPEAKER QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER OUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

OUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

WIRELESS MIC
TONE CONTROLS

QUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

PA AMPLIFIER + DIGITAL PLAYER + UHF WIRELESS MIC

DPA-&0U
BEW Max. [ B5W RMS at 10% THD

3 X Mic 0.65mV//d.7KQ
1% Aux 100mVi470ka

Builtdin Digital Player with SDIMMC/USB
Bluetooth & FM Input with LED Display

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1VI1kQ
403, 803, 160 100V

AC: 220-240V 50/60Hz
DC: 12V (1 X 12V Car Battery)

DPA-e5U
B5W Max. [ 65W RMS at 10% THD

3 X Mic 0.65mVI4.7TKQ
1 X Aux 100mV470k0

Built-in Digital Player with SDIMMC/USB
Bluetooth & FM Inpul with LCD Display

Bass £ 10dB AT 100Hz
Treble + 10dB AT 10kHz

ECHO, REPEAT, DELAY

Line 1V/1k0

40, 80 180 100V

AC: 220-240V 50/80Hz

DEC: 12V ( 1 X 12V Car Baltery)
DPA-35U

40W Max, / 35W RMS at 10% THD

2 X Mic 0.65mV/i4.7KQ
1 X Aux 100mV/470kO

Builtin Digital Player with FMSDIMMCIUSB
Reader with LCD Display

Bass + 10dB AT 100Hz
Trebla + 10dB AT 10kHz

Line 1v/1k(
40, 801, 160 & 100V

AC: 220-240V 50/60Hz
DC: 12V ( 3 X 12V Car Battery)

DPA-35W

- UHF wireless mic In-Built
40W Max. | 35W RMS at 10% THD

2 X Mic 0.65mVv/4.7TKQ
1 X Aux 100mV470k(

Built-in Digital Player with fm/SD/MMCI/USB
Reader with LCD Display

UHF Hand Mic

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1V/KG
40, 80, 160 & 100V

AC: 220-240V 50/60Hz
DC: 12V | 1 X 12V Car Battery)



PA AMPLIFIER + DIGITAL PLAYER

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

WIRELESS MIC
TONE CONTROLS

OUTPUTS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER CUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS
SPEAKER OUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS
SPEAKER OUTPUTS
POWER SUPPLY

DPA-85W

- UHF wireless mic In-Built
110W Max. /85W RMS at 10% THD

4 X Mic 0.65mV/4.7KQ
1% Aux 100mV1470kD

Built-in Digital Player with FM/SD/MMCIUSE
Reader with LCD Display

UHF Hand Mic

Bass + 10dB AT 100Hz
Treble + 10dB AT 10kHz

Line 1WAk
40, 801, 160, 7OV & 100V

AC: 220-240V 50/80Hz
DC: 12V { 1 X 12V Car Battery)

DPA-4YOouU

BOVV Max./40W RMS at 10% THD

3 X Mic 0.65mV/4.7KQ
1 X Aux 100mVi470kQ

Builtin Digital Player with SDIMMC/USE
Bluetooth & FM Input with LCD Display

Bass + 10dB AT 100Hz, Treblz + 10dB AT 10kHz
40 80,160 & 100V

AC: 220-240V 50/60Hz
DC: 12V (1X12V Car Battery)

DPAH-50U

TOW Max./50W RMS at 10% THD

3 X Mic 0.65m\//4.7KQ
1 X Aux 100mV/i470kQ

Buill-in Digital Player with SD/MMC/USB
Bluetooth & FM Input with LCD Display

Base + 10dB AT 100Hz, Trebla + 10dB AT 10kHz
4080160 & 100V

AC: 220-240Y 50/60Hz
DC: 12V (1X12V Car Battery)

DPA-YOYO
STEREO 20W + 20W

1 Mic
1 X Aux

Buill-in Digital Player with SD/MMC/USB
Bluetooth & FM Input with LCD Display

Bass ,Treble, Echo
40 each channel

AC: 220-240V 50/60Hz
DC: 12V [ 1 X 12V Car Battery)



PROFESSIONAL AUDIO MIXERS & EFFECT UNITS

SPECIFICATIONS mini-ebDpP
MIC / LINE INPUT 5 Miclline + 1 stereo input + USB + Bluetooth
TONE CONTROL Bass + 15dB at 100Hz
” Treble + 15dB at 10kHz
I N NECB 4
\ J’I Y 1 :rP
l_“i'u ilui‘ ﬁ bt e\ ECHO/REVERB SYSTEM Digital Echo System
(o [ \ DIGITAL PLAYER USB / Bluetooth / Recording
o o o o O o e O
[ | | MAIN OUTPUT PHOND

I." ) / ) |
T Y oo ey ey -:-.-m:—-. VOLUME CONTROL - EACH CHANNEL | Rotary Type

POWER REQUIREMENT AC 220-240V 50/80Hz

\;\I [._‘_
SPECIFICATIONS IR 8
MIC / LINE INPUT 8 MIC Balanced Input /8 Ling Input
TONE CONTROL Bass + 15dB at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB al 10kHz
ECHO/REVERB SYSTEM Digital Echo System
SEND FUNCTION Avallable
MAIN OUTPUT XLR, PHONO
VOLUME CONTROL - EACH CHANNEL | Slide Type
POWER REQUIREMENT AG 220-240V 50/60Hz
M
| | |
Rl i
I N P PECIFICATI
000000000000 00 RrEORICANNG FIRE 1=
F . i) MIC / LINE INPUT 12 MIC Balanced Input /12 Line Input
TONE CONTROL Bass + 15dB at 100Hz

Mid + 15dB at ZkHz
Treble + 15dB at 10kHz

ECHO/REVERB SYSTEM Digital Echo System
SEND FUNCTION Available

MAIN OUTPUT XLR, PHONO

VOLUME CONTROL - EACH CHANNEL | Slide Type

POWER REQUIREMENT AC 220-240V 50/80Hz




PROFESSIONAL AUDIO MIXERS

c
n
1]

]

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
SEND RETURN FUNCTION
MAIN OUTPUT

VOLUME CONTROL - EACH CHANNEL _
DIGITAL PLAYER

POWER REQUIREMENT

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHC/REVERE SYSTEM
SEND RETURN FUNCTION
MAIN QUTPUT

VOLUME CONTROL - EACH CHANNEL .
DIGITAL PLAYER

POWER REQUIREMENT

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHC/REVERB SYSTEM
SEND RETURN FUNCTION
MAIN OUTPUT

VOLUME CONTROL - EACH CHANNEL
POWER REQUIREMENT

sSmnm-s8o=2uUu
& MIC Balanced Input / 8 LINE |nput

Bass + 15dE at 100Hz
Mid £ 1548 at 2kHz
Treble + 15dB at 10kHz

Digital Echo System
Available

XLR, PHONO

Slide Type

In-Built Digital Player
AC 220-240V 50/80Hz

sm-1=2o2uUu
12 MIC Balanced Input/ 12 LINE Input

Bass + 15d8 at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB at 10kHz

Digital Echo System
Available

XLR, PHONO

Slide Type

In-Built Digital Player
AC 220-240V 50/60Hz

MGIsoY~sU
16 MIC Balanced Input/ 16 LINE Input

Bass + 15dB at 100Hz
Mid £ 1548 at 2kHz
Treble + 15dB at 10kHz

Digital Echo System
Available

XLR, PHONO

Slide Type

AC 220-240V 50/80Hz



SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHO/REVERE SYSTEM
QUTPUT

VOLUME CONTROL - EACH CHANNEL
DIGITAL PLAYER

POWER REQUIREMENT

SPECIFICATIONS
MIC [ LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
ouTPUT

VOLUME CONTROL - EACH CHANNEL
DIGITAL PLAYER

POWER REQUIREMENT

SPECIFICATIONS
MIC { LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
QUTPUT

VOLUME CONTROL - EACH CHANNEL
DIGITAL FLAYER

POWER REQUIREMENT

SPECIFICATIONS
MIC { LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
ouTPUT

VOLUME CONTROL - EACH CHANNEL
DIGITAL PLAYER

POWER REQUIREMENT

| DIM-801F3

& MIC Input / 8 LINE Input

Bass + 15dB at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB at 10kHz

Digital Echo System
Main 6.35, PHONO 6.36
Slide Type

Bluetooth

AC 220-240V 50/80Hz

DIM-802~3
8 MIC Input / 8 LINE Input/ 2 AUX

Bass £ 15dB at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB at 10kHz

Digital Echo System

Main XLR / €.35, PHONO €.36
Slide Type

Bluetooth

AC 220-240V 50/60Hz

DM-1201~24

12 MIC Input /12LINE Input

Bass + 15dB at 100Hz
Mid £ 15dB at 2kHz
Treble + 15dB at 10kHz

Digital Echo System
Main 6.35, PHONO 6.36
Slide Type

Bluetooth

AC 220-240V 50/60Hz

DIMm-12023

12 MIC Input /12 LINE Input / 2 AUX

Bass £ 15dB at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB at 10kHz

Digital Echo System

Main XLR / 6.35, PHONO 6,36
Slide Type

Bluetooth

AC 220-240V 50/60Hz



PROFESSIONAL AUDIO MIXERS & EFFECT UNITS

SPECIFICATIONS Dm-1201urR
(RECORDER)
MIC / LINE INPUT 12 MIC Balanced Input / 12 LINE Input
TONE CONTROL Bass + 1508 at 100Hz
Mid + 1508 at 2kHz

Treble + 15dB at 10kHz
ECHO/REVERE SYSTEM Digital Echo System
SEND RETURN FUNCTION | Awailable

MAIN QUTPUT ' Main 6.35, PHONO 6.36
VOLUME CONTROL - EACH CHANNEL | Slide Type
DIGITAL PLAYER In-Built Digital Piayer with Recorder

POWER REQUIREMENT AC 220-240V 50/60Hz

SPECIFICATIONS DIN-60U
MIC / LINE INPUT 8 MIC Input/ 6 LINE Input
TONE CONTROL Bass + 1508 at 100Hz

Mid £ 1548 at 2kHz
Treble + 15dB at 10kHz

ECHO/REVERE SYSTEM Digital Echo System

MAIN QUTPUT 4 Qutputs With Send & Return Function
VOLUME CONTROL - EACH CHANNEL | Slide Type
DIGITAL PLAYER In-Built Digital Piayer

POWER REQUIREMENT AC 220-240V 50/60Hz

SPECIFICATIONS Dim-80U

MIC / LINE INPUT | 8MIC Input/ 8 LINE Input

TONE CONTROL Bass + 15dB at 100Hz
Mid + 15dB at 2kHz

Treble + 15dB at 10kHz
ECHO/REVERB SYSTEM Digital Echo System

MAIN QUTPUT 4 Outputs With Send & Return Function
VOLUME CONTROL - EACH CHANNEL | Slide Type
DIGITAL PLAYER | In-Built Digita! Player

POWER REQUIREMENT AC 220-240V 50/60Hz

SPECIFICATIONS Dm-12o0u
e MIC J LINE INPUT 12 MIC Input /12 LINE Input
] _ [ _:: TONE GONTROL Bass + 1508 al 100Hz
, . ) Mid 158 at 2kHz

:::;:;:;;;:n’ o ; Treble + 1508 at 10kHz

L ECHO/REVERB SYSTEM | Digital Echo System
MAIN OUTPUT 4 Qutputs With Send & Return Function
VOLUME CONTROL - EACH CHANNEL  Slide Type
DIGITAL PLAYER In-Built Digital Player

POWER REQUIREMENT AC 220-240V 50/60Hz

bal



SPECIFICATIONS Din-g
MIC / LINE INPUT 8 MIC Input / 8 LINE Input
TONE CONTROL Bass + 1508 at 100Hz

Treble + 15dB at 10kHz

ECHO/REVERB SYSTEM Digital Echo System
MAIN QUTPUT . PHONO

VOLUME CONTROL - EACH CHANNEL | Rotary Type

POWER REQUIREMENT AC 220-240V 50/60Hz

SPECIFICATIONS Dm-8U
MIC / LINE INPUT 8 MIC Input /8 LINE Input
TONE CONTROL Bass + 15dB at 100Hz

Treble + 15dB at 10kHz

ECHO/REVERB SYSTEM Digital Echo System

MAIN OUTPUT PHONO
VOLUME CONTROL - EACH CHANNEL | Rotary Type
DIGITAL PLAYER In-Built Digital Player

POWER REQUIREMENT AC 220-240V 50/60Hz

SPECIFICATIONS DIm-6
MIC / LINE INPUT & MIC Input / 6 LINE Input
TONE CONTROL Bass + 1508 at 100Hz

Treble + 15dB at 10kHz

=

ECHO/REVERB SYSTEM Digital Echo System
MAIN OUTPUT PHONO

VOLUME CONTROL - EACH CHANNEL | Rotary Type

POWER REQUIREMENT AC 220-240V 50/80Hz

SPECIFICATIONS Dim-eu

MIC / LINE INPUT & MIC Input / 6 LINE Input
- TONE CONTROL Bass + 15dB at 100Hz
USB Treble + 15dB at 10kHz
T ECHO/REVERB SYSTEM Digital Echo System
‘ 9 MAIN OUTPUT PHONO
N VDLUME CONTROL - EACH CHANNEL | Ratary Type
[—3\\ DIGITAL PLAYER In-Built Digital Player
ot POWER REQUIREMENT AC 220-240V 50/60Hz




PROFESSIONAL MIXER & EFFECT UNITS

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

MID SWEEP

SEND RETURN FUNCTION
MAIN OUTPUT

VOLUME CONTROL - EACH CHANNEL
GROUP

PHANTOM POWER

POWER REQUIREMENT

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHO/REVERE SYSTEM
MAIN OUTPUT

VOLUME CONTROL - EACH CHANNEL |
POWER REQUIREMENT .

SPECIFICATIONS
MIC [ LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
MAIN OUTPUT

VOLUME CONTRDL - EACH CHANNEL
POWER REQUIREMENT .

SPECIFICATIONS
MIC / LINE INPUT
TONE CONTROL

ECHO/REVERE SYSTEM
MAIN QUTPUT

YOLUME CONTROL - EACH CHANMEL
POWER REQUIREMENT

SPECIFICATIONS
MIC | LINE INPUT
TONE CONTROL

ECHO/REVERB SYSTEM
MAIN OUTPUT

VOLUME CONTROL - EACH CHANNEL
POWER REQUIREMENT

AMM-T940 Y4
12 MIC Balanced Input/ 14 LINE Input

Bass + 1508 at 100Hz
Mid + 15dB at 2kHz
Treble + 15dB at 10kHz

YES

Available

XLR, PHOND

Slide Type

2

48V Available

AC 220-240V 50M60Hz

De- 2002
2 Mic input

Volume - MIC 1, MIC 2, Echo,
Feedback, Delay

Digital Echo System
1 output
Rotary Type
AC 220-240V 50/60Hz

De-200=2
2 Mic input

Velume - MIC 1, MIC 2, Echo,
Feedback, Delay, Bass, Treble, Master

Digital Echo System

1 output

Rotary Type

AC 220-240V 50/60Hz

De-2004
4 Mic Input

Volume - MIC 1, MIC 2, MIC 3, MIC 4,
Echo, Feedback, Delay, Master

Digital Echo System

1 output

Rotary Type

AC 220-240V 50/60Hz

DE-2005
4 Mic input

Volume - MIC 1, MIC 2, MIC 3, MIC 4,
Echo, Feedback, Delay, Bass, Treble, Master

Digital Echo System
1 output
Rotary Type

AC 220-240V 50/60Hz
23
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PRO DYNAMIC MICROPHONE

SPECIFICATIONS
APPLICATION
FREQUENCY RESPONSE
IMPEDANCE
SENSITIVITY

CABLE LENGTH

DK-500

SPECIFICATIONS
APPLICATION
FREQUENCY RESPONSE
IMPEDANCE
SENSITIVITY

CABLE LENGTH

PRO-77T

SPECIFICATIONS
APPLICATION
FREQUENCY RESPCNSE
IMPEDANCE
SENSITIVITY

CABLE LENGTH

PRO-610

PRO-610

MULT! PURPOSE
50Hz 1o 18,000Hz
6000

~72dB + 3dB

SMT XLR TO PHOND

DK-500

VOCAL

50Hz-16KHz Capsule
5800£15% at 1KHz
53+2dB{0dB=1V/Pa) (at 1KHz)
5 MT XLR TO PHONO

" DIK-600

DK-600

VOCAL

40Hz-15KHz Capsule
5800:+16% at 1KHz
51:2dB(0dB=1V(Pa) (at 1KHz)
5MT XLR TO PHOND

PRO-980

PRO-TTT

GENERAL

80Hz to 10,000Hz
800 0

-72dB + 3dB

4.3 MT XLR TO PHONO

PRO-980

MULT| PURPOSE
30Hz to 15,000Hz
600 0

~72dB + 3dB

5MT XLR TO PHOND

PRO-650

PRO-650

MULTI PURPOSE
50Hz to 18,000Hz

600 0

~72dB + 3dB

5MT XLR TO PHONO

DK-700

DK-T00

VOCAL

40Hz-15KHz Capsule
3B000£15% at 1KHz
57+2dB(0dB=1V/Pa) (at 1KHz)
5MT XLR TO PHONO




PRO DYNAMIC MICROPHONE

PRO-670 - PRO-680

SPECIFICATIONS PRO-670 PRO-680
APPLICATION . MULT! PURPOSE . MULTI PURPOSE
FREQUENCY RESPONSE 50Hz to 18,000Hz 50Hz to 18,000Hz
IMPEDANCE . 600 0 . 600 0
SENSITIVITY -72dB % 3dB ~72dB £ 3dB
CABLE LENGTH 5MT XLR TO PHONO 5MT XLR TO PHONO

PRO-570 PRO-580 PRO-590
SPECIFICATIONS PRO-570 PRO-580 PRO-590
APPLICATION MULT| PURPOSE | MULTI PURPOSE MULTI PURPOSE
FREQUENCY RESPONSE 80Hz to 15,000Hz 50Hz to 15,000Hz 50Hz to 15,000Hz
IMPEDANCE 600 0 6000 6000
SENSITIVITY -72dB + 348 | 720838 ~724B + 308
CABLE LENGTH 45MT XLR TO PHONO | SMTXLRTOPHONO 5 MT XLR TO PHONO

upDm-es2x-x0~R uDm-9gx-xU R
SPECIFICATIONS UDM-69XLR UDM-9BXLR
APPLICATION GENERAL | MULTI PURPOSE
FREQUENCY RESPONSE 80Hz o 10,000Hz | 50Hzt0 15,000Hz
IMPEDANCE 6000 | e00
SENSITIVITY ~72B + 3B | 720436

CABLE LENGTH 4,5MT XLR TO PHONO 5MT XLR TO PHOND




sSM-1O00CoXLR

SPECIFICATIONS SM-1000XLR
APPLICATION STAGE
FREQUENCY RESPONSE 40Hz to 17000Hz
IMPEDANCE 10000
SENSITIVITY -72dB £ 3dB
CABLE LENGTH 5MT XLR TO PHOND

PRO HEAD MICROPHONE

upDm-=2i1=2-20Rr

UDM-312XLR
MULT! PURPOSE
50Hz to 15,000Hz
600 0

~72dB + 3dB

5MT XLR TO PHOND

SPECIFICATIONS
DIRECTIVITY

FREQUENCY RESPONSE
IMPEDANCE
SENSITIVITY
OPERATING VOLTAGE
CABLE LENGTH

SPECIFICATIONS
DIRECTIMITY
FREQUENCY RESPONSE
IMPEDANCE
SENSITIVITY
OPERATING VOLTAGE
CABLE LENGTH

upDim-y4i2-xXiLr

UDM-412XLR
MULTI PURPOSE
50Hz to 15,000Hz
600 0

~72dB + 3dB

SMT XLR TO PHONO

HM-200C

Omni-directional

Frequency Range: 20Hz~20kHz

<2.2K0

- 46db + 2db

Standard : 2V - 10V DC

Wire 1.2M

HIMm-808B8

Uni-directicnal

. Frequency Range: 20Hz~20kHz

<6800

- 48db + 2db
Standard ; 1.5V - 10V DC

Wire 1.2



PROFESSIONAL MEETING MICROPHONE

GIMm-8250

SPECIFICATIONS
APPLICATION

MICROPHONE CARTRIDGE TYPE
DIRECTIMITY

FREQUENCY RESPONSE
IMPEDANCE

SENSITIVITY

POWER SUPPLY
ACCESSORIES

LENGTH (mm)

D

GIn-830X0L

SPECIFICATIONS
APPLICATION

MICROPHONE CARTRIDGE TYPE
DIRECTIVITY

FREQUENCY RESPONSE
IMPEDANCE

SENSITIVITY

ACCESSORIES

LENGTH (mm}

METAL BASE / WINDSHIELD FOAM / 10MT CABLE

550 mm

DGIm-1000

GM-MD)(L
MEETING
CONDENSER
HYPER CARDIOID
BOHz ~ 13KHz
2000

| ~32dB+3dB(0dB=1v/Pa 1kHz)

METAL BASE / WINDSHIELD FOAM / 10MT CABLE
550 mm

METAL BASE / WINDSHIELD FOAM / 10MT CABLE

600 mm

DGM-mUD
MEETING/GENERAL PURPQSE
DYNAMIC

HYPER CARDIOID

100Hz ~ 13KHz

6000

-5308+3dB(0dB=1v/Pa 1kHz)
METAL STAND ADOPTER / 10MT CABLE
470 mm

~ [

GIn-8i1su GIm-80s5s
GM-825L GM-B15L | GM-805
MEETING MEETING MEETING
CONDENSER CONDENSER | CONDENSER
HYPER CARDIOID HYPER CARDIOID . CARDIOID
80Hz ~ 13KHz 80Hz ~ 13KHz | 100Hz ~ 10KHz
00 mn D
| ~320B430B(0dB=1v/Pa 1kHz) -34dB+30B(0dB=1vIPa 1kHz) | ~380B43AB(00B=1vIPa TkHz]
DC 3V-AAX 2 BATTERY DC 3V-AAX 2 BATTERY DC 2V -AAX 2 BATTERY

ABS BASE / WIND SCREEN FOAM [ 5MT CABLE
550 mm



WIRELESS MEETING MICROPHONE

=

SPECIFICATIONS
MICROPHONE:

RF OUTPUT POWER
MODULATICN MODE
MICROPHONE ELEMENT
CARRIER FREQUENCY
BATTERY LIFE

POWER REQUIRED

RECEIVER:
AUDIO OUTPUT

FREQUENCY RESPONSE
POWER REQUIRED

CONTROLS

OPERATING RANGE (APPROX |

-
DWIm-760aGai

DWM-760G1
Gooseneck- Single

20mW (Max.)

UHF

Condenser Super Cardiod
700-800 MHz

6 ~8 hrs. depend on battary quality

Battery AA- 2 X 15V

Single Channel System

Balanced 0-50mV

Unbalanced HI; 0-80m\V: LO; D-25mV
50-16000Hz

240V AC 50Hz for Adopter

Power ON/OFF Switch,
Audic Qutput Voiume
Control for each channel

30 ~ 50 Meters

DUWm-760G2

DWN-760G2
Gooseneck- Dual

20mW (Max.)

UHF

Condenser Super Cardiod
T00-800 MHz

6~ 8 hrs, depend on batlery guality
Battery AA- 2 X 15V

Dual Channel System

Balanced 0-50mV

Unbatanced HI: 0-80mV, LO: 0-25mV
50-16000Hz

240V AC 50Hz for Adopter

Power ON/OFF Swilch,
Audio Cutput Volume
Control for each channel

30 ~ 50 Meters




PROFESSIONAL WIRELESS MICROPHONES - UHF

DuNnm-790H1T - UHF~

DWm-720T2-UHF

SPECIFICATIONS
MICROPHONE:

RF QUTPUT POWER
MODULATION MODE

MICROPHONE ELEMENT .

CARRIER FREQUENCY
BATTERY LIFE
POWER REQUIRED

RECEIVER:
AUDIO QUTPUT

FREQUENCY RESPONSE

POWER REQUIRED

CONTROLS

OPERATING RANGE (APPROX |

DWM-T90H1 - UHF
Hand Held Mic

20mWV (Max.)

UHF
Dynamic Super Cardiod
700~800 MHz

6~ B hrs. depend on battery quality

Battery AR~ 2 X 15V

Single Channel System

Balanced 0-50mY
Unbalanced Hi: 0-80mV; LO: 0-25mV

50-16000Hz
240V AC B0Hz for Adapter

Power ONIQFF Switch,
Audio Output Volume:

| Control for gach channgl

30 ~ 50 Meters

DUuNnm-79207T7T - UHF

DWM-790T1 - UHF
Body Pack + Head Mic
20mW (Max.)

UHF
Dynamic Super Cardiod

700~800 MHz
6 ~ & hrs. depend on battery quality
Battery A& - 2 X 1.5V

Single Channel System

Balanced 0-50mV

Unbatanced HI: 0-80mY; LO: 0-25mV

50-16000Hz

240V AC 50Hz for Adopter

Pawer ON/OFF Switch,
Audio Cutput Volume

| Confrol for ezch channel

30 ~ 50 Meters

DWM-790T2 - UHF
Dual Body Pack + Head Mic
20mWV (Max.)

UHF

Dynamic Super Cardiod

700-800 MHz
6 ~ 8 hrs. depend on battery quality
Batlery AA- 2 X 1.5V

| Dual Channel System

Balancad 0-50mV
Unbalanced HI: 0-80mV; LO: 0-25mV

50-16000Hz

240V AC 50Hz for Adopter

Power ON/OFF Switch,
Audio Qutput Volume
Cantrol for each channel

30 ~ 50 Meters

uXx-2H

UX-2H

Hand Held Mic - Dual

25mW

UHF Quartz Controlled Fixed Frequency
Dynamic Super Cardiod

UHF 520-830MHz

6 ~ B hrs. depend on battery quality
Battery AA - 2 X 1.5V

Dual Channel System

Balanced 0-50mY

Unbalanced HI: 0-80mY; LO: 0-25mV
60-18000Hz (+3dB)

240V AC 50Hz for Adopter

Power ON/OFF Switch,
Audio Qutput Volume
Conirol for gach channe!

50 ~ 100 Meters



PROFESSIONAL WIRELESS MICROPHONES - UHF

30

DWm-797Hz=

SPECIFICATIONS
MICROPHONE:

RF QUTPUT POWER
MODULATION MODE
MICROPHONE ELEMENT
CARRIER FREQUENCY
BATTERY LIFE

POWER REQUIRED

RECEIVER:
AUDIO QUTPUT

FREQUENCY RESPONSE
POWER REQUIRED

CONTROLS

OPERATING RANGE (APPROX.)

DWim-797HT7T

DWm-797HT

DWM-797H2 - UHF

Hand Held Mic - Dual
20mW (Ma.)

UHF
Dynamic Super Cardiod

700 ~ 800MHz

6~ 8 hrs. depend on battery quality

Baltery AA- 2 X 1.5V

Dual Channel System

Balanced 0-50m\/
Unbalanced HI: 0-80mV; LO: 0-25mV

50-16000Hz

240V AC 50Hz for Adapter

Power ON/OFF Switch,
Audio Cutput Volume

| Contral for each channel

50 ~ 100 Meters

DWM-797H1 - UHF

Hand Held Mic - Single

20mW (Max.)

UHF

Dynamic Super Cardiod

700 ~ BOOMHzZ

6 ~ 8 hrs. depend an battery quality
Battery A - 2 X 1.5V

Single Channel System

Balanced 0-50mV

Unbalanced Hi: 0-80mV, LO: 0-26mV
50-16000Hz

240V AC 50Hz for Adapter

Power ON/OFF Switch,
Audio Output Volume
Canirol for each channl

50 ~ 100 Meters

DWM-T97HT - UHF

Hand Held Mic & Body Pack + Head Mic

20mW (Max.)
UHF

. Dynamic Super Cardiod

700 ~ BOOMHz
6 ~ 8 hrs. depend on battery quality
Baftery AA - 2 X 1.5V

Dual Channel System

Balanced 0-50mV
Unbalanced HI: 0-80m\; LO: 0-25mV

50-16000Hz

240V AC 50Hz for Adapter

Power ON/OFF Switch,
Audio Output Volume

| Cantrol for each channel

50 ~ 100 Meters



DUWim-77o97T17

SPECIFICATIONS
MICROPHONE:

RF QUTPUT FOWER
MODULATION MODE
MICROPHONE ELEMENT
CARRIER FREQUENCY
BATTERY LIFE

POWER REQUIRED

RECEIVER:
AUDIC QUTPUT

FREQUENCY RESPONSE
POWER REQUIRED

CONTROLS

CPERATING RANGE [APPROX.)

DWM-T97T1 - UHF
Body Pack + Head Mic
20mW (Max.)

UHF

Canderiser

700 ~ BOCMHz

6~ 8 hrs. depend on battery quality
Battery AA- 2 X 1.5V

Single Channel System

Balanced 0-50mV

Unbalanced Hi: 0-80mV; LO: 0-25mV
50-16000Hz

240V AC 50Hz for Adapter

Power ON/OFF Switch,
Audio Oulput Volume
Control for each channel

50~ 100 Meters

DWm-797T=2

DWM-797T2 - UHF

Body Pack + Head Mic - Dual
20mW (Max.)

UHF

Candenser

700 ~ B0OMHz

6 ~ 8 hrs. depend on battery quality
Battery AA- 2 X 1.5V

Dual Channel System

Balanced 0-50mV

Unbalanced HI: 0-80mV; LO: 0-25mV
§0-16000Hz

240V AC 50Hz for Adapter

Power ON/OFF Switch,
Audio Output Velume
Control for each channgl

50 ~ 100 Meters

T-80

Hand Held Mic - Dual
20m\WY (Max.)

UHF

Dynarmic Super Cardiod

200 Multi Frequency
6~ 8 hrs. depend on battery quality
Battery AA- 2 X 1.5V

Dual Channel System

Balanced 0-50mV
Unbalanced HI: 0-80mV; LO: 0-25mY

50-16000Hz

240V AC 50Hz for Adapter

Power ON/IOFF Switch,
Audio Output Volume

| Control for each channel

50 ~150 Meters

H



PROFESSIONAL WIRELESS MICROPHONES

32

DWm-696Hz=-UHF

SPECIFICATIONS
MICROPHONE:

RF QUTPUT FOWER
MODULATION MODE
MICROPHONE ELEMENT
CARRIER FREQUENCY
BATTERY LIFE

RECEIVER:

AUDIC QUTPUT
FREQUENCY RESPONSE
POWER REQUIRED

CONTROLS

(OPERATING RANGE (APPROX.|

DWM-696H2-UHF
Hand Held Mic - Dual
20mW (Max.)

FM(F3E)UHF

Dynamic Cardioid

700 ~ 800MHz

6~ 8 hrs. 3V Battery (AA)

Dual Channel System
Caombined CH. 0-5mV/1KQ
A40Hz ~ 16KHz

AC 220-240V 50/80Hz
for AC Adapter

Power ON/OFF Switch,
Audio Output Volume
Control for each channe!

30 ~ 80 Maters

DWwm-88u-uHr

DWM-88V-VHF

Hand Held Mic - Single
20mW (Max.)

FM (F3E} VHF
Dynamic Cardioid
180 ~ 280MHz

6~ B hrs. 3V Battery (A4)

Single Channe! System
Combined CH. 0-5mV/1KQ
40Hz ~ 16KHz

AC 220-240V 50/60Hz

for AC Adapter

Power ON/OFF Swilch,
Audic Qutput Volume
Cantrol for each channel

30 ~ 50 Meters



DRIVER UNITS & DIAPHRAGMS

SPECIFICATIONS DU-60XT
INPUT POWER | BOWRMS / 75W MAX
IMPEDANCE / POWER TAPS | 5W/10W 120W ) 40W 1 60W
FREQUENCY RESPONSE " 150Hz ~ T000KHz
SPL at TkHz M5 dBAWIMM 132 BSTWIm
THROAT COUPLING | 13® 18T, ThoatCowpleNad
 DIMENSIONS @0 XHIM mm
WEIGHT 25Kg

DU-60XMXT

DU-50XT DU-60O DU-9QoO
SPECIFICATIONS DU-50XT DU-60 DU-40
INPUT POWER " 50\ RMS/ 50W MAX GOV RMS / 90W MAX | 40WRMS/ 60W MAX
IMPEDANCE | POWER TAPS  EWHOW/20WIOW/S0W 160 IRRTY:
FREQUENCY RESPONSE " 150Hz ~ 7000KHz " 150Hz ~ 7000KHz " 150Hz ~ 7000KHz
SPLat 1kHz  135BAWAM 131dB60WAM | M5ABAWAm 133dBEOWHm | 113dBAWAm 130 dB40WIm
"~ THROAT COUPLING 3@ -18TP| ThoatCoupleNo.d | 1-3° -18TPl, ThoalCoupleNo! | 1-38" - 18T P, Throat CoupleNo.t
DIMENSIONS @150 X H138 mm @125 X H100 mm . @113 X HG8 mm
 WEIGHT 23K 21K 1K

DRIVER UNIT DIAPHRAGMS

DU-50XT / 60XT DU-YO /s DU-60



© = INSTALLATION - MUSIC HORN SPEAKERS

L DNMH-=-5201

PA MUSIC HORN
HIGH FIDELITY SOUND

2 Way Woofer Tweeter Combination,
6" Kevlar cone woofer & 1” Phenolic Dome Tweeter

SPECIFICATIONS

INPUT POWER 50W

POWER TAPS  50/20/10/5W

FREQ. RESPONSE 100-16,000Hz

SPL at 1kHz 99dB/1W/1m,115dB/50W/1m
DIMENSION W370 X H255 X D300
WEIGHT 6.5Kg

MATERIAL ABS (UV PROTECTED )

Ideal use for : Stadium, Airport, Railway Station, Bus Station, Education Institutions,
Religious Places, Amusement Parks, Factories etc.



DCsS-6630 FULL RANGE

SPECIFICATIONS

INPUT POWER

POWER TAPS ON 100V
FREQUENCY RESPONSE
SPLAT 1kHz (1W/1m)

DCS-6630 - 6" Full Range
BW RMS

I/ BwW

55 - 15000Hz

89dB

DCS-5520 COAXIAL

SPECIFICATIONS

INPUT POWER

POWER TAPS ON 100V
FREQUENCY RESPONSE
SPLAT 1kHz {1W/1m)

DCS-5520 - 5"
20W RMS

SW /10w [ 20W
50 - 16000Hz
88dB

DCS-6650 COAXIAL

SPECIFICATIONS

INPUT POWER

POWER TAPS ON 100V
FREQUENCY RESPONSE
SPLAT 1kHz (1V0/1m)

DCS-6650 - 6"
30W RMS

T.5W/ 15W f 30W
50 - 16000Hz
89dB

BLUETOOTH SPEAKER

CBT-500 Bluetooth Ceiling Speaker

SPECIFICATIONS

INFUT POWER

CLASS D AMPLIFIER
FREQUENCY RESPONSE
POWER SUPPLY

CBT-500 6" ( 1 PAIR SET)
30W RMS

15W + 15W

50 - 16000Hz

ADAPTOR, 12V 2A

CBT-T100O Bluetooth Ceiling Speaker

SPECIFICATIONS

INPUT POWER

CLASS D AMPLIFIER
FREQUENCY RESPONSE
POWER SUPPLY

CBT-1006" ( 1 PAIR SET)
20WRMS “

10W + 10W

50 - 16000Hz

ADAPTOR 12V1A



36

INSTALLATION - WALL SPEAKERS

DUIsS-5308

SPECIFICATIONS
INPUT POWER
POWER TAPS 100V
SPEAKER, TWEETER

FREQUENCY RESPONSE

SPL at (1W/1m)
NOMINAL IMPEDANCE

DIMENSION (mm)

DUWIs-4ooOT

SPECIFICATIONS
INPUT POWER
POWER TAPS 100V
SPEAKER, TWEETER

FREQUENCY RESPONSE

SPL at (1W/1m)
NOMINAL IMPEDANCE
DIMENSION (mm)

DUis-500T

SPECIFICATIONS
INPUT POWER
POWER TAPS 100V
SPEAKER, TWEETER

FREQUENCY RESPONSE

SPL at (1Wi1m)
NOMINAL IMPEDANCE
DIMENSION (mm)

DUIS-600T

SPECIFICATIONS
INPUT POWER
POWER TAPS 100V
SPEAKER, TWEETER

FREQUENCY RESPONSE

SPL at (1W/1m)
NOMINAL IMPEDANCE

DIMENSION (mm)

DWS-530B

30W RMS
7.5/15(30W

1X5" + TWEETER
B0Hz~20kHz
88dE

W140 X D145 X H210

DWS-400T

20W RMS
2.5/510/20W

1X 4"+ TWEETER
100Hz~20kHz
89dB

80

W170 X D150 X H215

DWS-500T

30W RMS

3757 5M530W
1% 5"+ TWEETER
100Hz~20kHz
89d8

80

W182X D162 X H242

DWS-600T

40W RMS
5107200400

1 X6 + TWEETER
100Hz~20kHz
BadB

8Q

W215 X D190 X H284



cLASS D BL VETOOTH AMPLIFIER

HANNEL ISWXA

—

auTPUT EPEKFR_

CLASS D sw&rort:ﬂ:
7 CHANNEL WS

[ AMPLIFIER

CLASS-D AMPLIFIER WITH BLUETOOTH

SPECIFICATIONS
INPUT

OUTPUT
CHANNELS
POWER SUPPLY

SPECIFICATIONS
INPUT

OUTRUT
CHANNELS
POWER SUPPLY

SPECIFICATIONS
INPUT

OUTPUT
CHANNELS
POWER SUPPLY

SPECIFICATIONS
INPUT

OUTPUT
CHANNELS
POWER SUPPLY

D-152
BLUETOOTH INFUT
30W RMS

2X15W
DC12V-2A

D-15Y4
BLUETOOTH INPUT
60W RMS

4 X 15W
DC12v-4A

D-302

BLUETOOTH INFUT

60W RMS
2 X 30w
DC 12V - 4A

D-30Y

BLUETOOTH INPUT

120W RMS
4 X 30W
DC 12V - BA

37
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INSTALLATION - COLUMN SPEAKERS & EQUIPMENT

SPECIFICATIONS

INPUT POWER

POWER TAPS ON 100V
FREQUENCY RESPONSE
SPLAT 1kHz (1W/1m)

LC-100

sSsounp coLurnin
DSC-I5T

SOUND COLUMN DSC-15T
150 - 2- 6" X 4"

S [ 75W / 15W

150 - 10000Hz

92dB

ZONE SELECTOR

SPECIFICATIONS | Z3-16 Z5-10 _ 255

INPUT X100V 1X100V | 1X100V
OUTPUT100V | 16X100V  10X100V | 5X100V
ALL CALL SWITCH | AVAILABLE
INDICATOR LED on All Channel
POWER SUPPLY | AC: 230V 50Hz DC: 24V

LINE CONUERTER 100V

SPECIFICATIONS LC-100

INPUT 100V

QuTPUT | 200mvAv
POWER SUPPLY AC: 230V 50Hz

sSounp covumn
DSC-T10OT

SOUND COLUMN DSC-10T
10W - 1-8" % 4"

BV [ 7.5W ] 10W

150 - 10000Hz

52dB



DJ - ACTIVE CROSSOVER & DISTRIBUTOR

DA-202

_ . CIETRIBUTICHN PRE-AMPLEES

0

3 Way Stereo + Subwoofer Crossover [ & H -= OO

SPECIFICATIONS DA-202 SPECIFICATIONS LX-300

INPUT 10 Sterzo / 20 Mono INPUT CONNECTORS XLR

INPUT IMPEDANCE 20K OHMS (6.3 PHONO JACK) FREQUENCY RESPONSE = 20Hz to 20kHz £ 1dB
OUTPUT IMPEDANCE B0 OHMS (6.3 PHONO JACK) LowMid Crossover 120Hz

FREQUENCY 10Hz ~ 35kHz Mic/High Crossover 2.5 kHz

POWER SUPPLY AC 220V 50Hz POWER SUPPLY AC 220V 50Hz




PA PORTABLE & GUITAR AMPLIFIER

cuUupe-soBW

curpe-soBuw

SPECIFICATIONS
QUTPUT POWER
MICROPHONE INPUTS
OTHER INPUTS

DIGITAL PLAYER

QUTPUTS

ECHO EFFECT

SPEAKER SIZE

EXTERNAL SPEAKER CONNECTION
PCWER SUPPLY

40

CUBE-30BW
30w
WIRELESS MIC-1/ WIRED MIC-2

AUX (FOR CD / KEYBOARD /
INSTRUMENTS)

MP3 /BT /LINE IN / FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
8

AVAILABLE

AC 220-240V 50/60Hz [ IN-BUILT
RECHARGABLE BATTERY /
EXTERNAL 12V BATTERY

CUBE-35BW
35W
WIRELESS MIC-1/ WIRED MIC-2

AUX (FOR CD/ KEYBOARD/
INSTRUMENTS)

MP3 /BT LINE IN / FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
8" Coaxial

AVAILABLE

AC 220-240V 50/60Hz { IN-BUILT
RECHARGABLE BATTERY /
EXTERNAL 12V BATTERY

CUBE-50BW
40W
WIRELESS MIC-1/ WIRED MIC-2

AUX (FOR CD / KEYBOARD/
INSTRUMENTS)

MP3/BT/LINE IN ( FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
10"

AVAILABLE

AC 220-240V 50/60Hz  IN-BUILT
RECHARGABLE BATTERY /
EXTERNAL 12V BATTERY



PA PORTABLE-CLASSMATE Series

SPECIFICATIONS

OUTPUT POWER
MICROPHONE
POWER REQUIREMENT

SPECIFICATIONS

QUTPUT POWER
DRIVER
MICROPHONE

INPUT
EFFECT

POWER REQUIREMENT

SPECIFICATIONS

QUTPUT POWER
DRIVER
MICROPHONE

EFFECT
DIGITAL PLAYER
POWER REQUIREMENT

CLASSMATE CIn-5

18W

WIRED MICROPHONE

DC: 12V
-
LISE

CLASSMATE CM-10

10W

6" X 4" SPEAKER

UHF WIRELESS BODY PACK + HEAD MIC
BLUETOOTH

ECHO EFFECT

AC: 220-240V 50/60Hz

CLASSMATE CM-20

20W
8"+ TWEETER

Dual UHF WIRELESS
(HAND + HEAD MIC)

ECHO EFFECT
Digital Player + USB+ Blugtooth+ Recorder+FM
AC: 220-240V 50/80Hz

4



GUITAR AMPLIFIER

42

SPECIFICATIONS
POWER QUTPUT
INFUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
POWER SUPPLY

SPECIFICATIONS
POWER QUTPUT
INPUT

DIGITAL PLAYER

TONE CONTROLS

QUTPUTS
POWER SUPPLY

cupBpe-1saGT
15W
Guitarin , MIC, AUX

Built-in Digital Player with SD/IMMC/USB
Bluetooth & FM Input with LED Display

Bass, Mid, Treble, Echo, delay, Mic
Distortion, Tone, Guitar/AlUx, USB
Phones

AC: 220-240V 50/60Hz

cCuBe-=25aT
25W
Guitarin , MIC, AUX

Built-in Digital Player with SDIMMCIUSE
Bluetooth & FM Input with LED Display

Bass, Mid, Treble, Echo, delay, Mic
Distortion, Tone, Guitar’/AUx, USB
Phones

AC: 220-240V 50/80Hz




POWERED PA SPEAKER SYSTEMS

AS-307

SPECIFICATIONS
QUTPUT POWER
MICROPHONE INPUTS
INPUTS

DIGITAL PLAYER

OUTPUTS

ECHO EFFECT

SPEAKER SIZE

EXTERNAL SPEAKER CONNECTION
PCWER SUPPLY

AS-301
200W
WIRELESS MIC-2 UKF

6 CHANNEL MICROPHONE [N-BUILT
MIXER WITH BASS/MID/TREELE

MP3 /BT /LINE IN / FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
kb

AC 220-240V 50/60Hz

AS-30Y4

AS-302

AS-302
200W
WIRELESS MIC-2 UHF

6 CHANNEL MICROPHONE IN-BUILT
MIXER WITH BASS/MID/TREBLE

MP3 /BT LINE IN/ FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
el

AVAILABLE

AC 220-240V 50/60Hz

WIRELESS MIC-2 UHF

6 CHANNEL MICROPHONE IN-BUILT
MIXER WITH BASS/MID/TREBLE

MP3/BT/LINE IN ( FM
HEADPHONE / LINE
DIGITAL ECHO EFFECT
12

AVAILABLE

AC 220-240V 50/60Hz
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PROFESSIONAL SPEAKERS & WOOFERS 21" & 18"

L—2T1-3 000 PB21-3000

L~=2T1-2000

ure-24o00 P,PBIE-2000

SPECIFICATIONS | LF21-3000 PB213000 | PB21-2500 | LF21-2000 | V48-2400 PB18-2000
SIZE | 21 inch | 21 INCH 21 INCH | 21inch | 18 INCH 18 INCH
POWER RATING 3000W RMS 3000W RMS 2500W RMS 2000W RMS 2400W RMS 2000W RMS
IMPEDANCE | 80 80 80 Y 20 Y
SENSITIVITY | 9748 | 978 97 d8 | g7dB | o8 a8 97 dB
FREQUENCYTYPE | BASS | BASS BASS | BASS ' BASS BASS
VOICE COIL | & | & 5 I 5 &

MAGNET SIZE 330mm 330mm 280mm 280mm 280mm 280mm
BASKET ALUMINIUM ALUMINIUM  ALUMINIUM | ALUMINIUM | ALUMINIUM ALUMINIUM



PROFESSIONAL SPEAKERS & WOOFERS 21" & 18"

TBWIS-1000

RCSI8-1500

TCI8-2000 RCSIS-Y5JLF~

L1850 RCSI1E-T000 1I8-TO00MXB

SPECIFICATIONS RCS18-1500 TEW18-1000 TC18-3000 RCS18-451LF  LF-1850 RCS18-1000 = 18-1000XB
SIZE 18 inch 18 inch 18 inch 18 inch 18inch 18inch 18 inch
POWER RATING 1500W RMS . 1000W RMS 1800W RMS 1800W RMS 1200W RMS 1000W RMS . 1000W RMS
IMPEDANCE | 80 80 80 80 80 80 80
SENSITIVITY . 99 dB . 99 dB 95 dB 99 dB 97 dB 98 dB . 98 dB
FREQUENCY TYPE BASS . BASS BASS BASS BASS BASS BASS
VOICE COIL Ly 4" DUAL 4" DUAL 45" o 4 4"

MAGNET SIZE 280mm . 220mm 220mm 245mm 253mm 220mm . 220mm
BASKET ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM

46



PROFESSIONAL SPEAKERS & WOOFERS 15”

SIS-700 S15-450

15-600XB

L1560

uis-1000

uis-yoo

RIS-US50D3
SPECIFICATIONS | 15700 | $15500 | $15-450  15-800XB = LF-1560 | 15-600XB | V15-400 R15-450DX | V15-1000
SIZE | 15inch | 15inch 15inch 15 inch 15 inch 15inch | 15inch | 15inch 18 inch
POWERRATING | 700WRMS | 500WRMS | 450WRMS  800WRMS =~ GOOWRMS = GOCWRMS | 400WRMS | 450WRMS | 1000W RMS
IMPEDANCE | BO |80 80 80 80 80 80 | 80 80
SENSITIVITY | 96B | o748 | 98.dp 96 dB  97dB | 9643 | 96.dB | 10048 | 88.dB
FREQUENCY TYPE = BASS | LOW-MID | MID BASS BASS BASS ' BASS | MID-BASS | pASS
VOICE COIL 4" 35" i e & 4 3 3 4
MAGNET SIZE 20mm | 200mm 200mm 220mm 220mm 20mm | 200mm 200mm 220mm
BASKET ALUMINIUM | ALUMINIUM = ALUMINIUM  ALUMINIUM  ALUMINIUM  ALUMINIUM | ALUMINIUM. | ALUMINIUM | ALUMINIOM

a7




I5-3504B
JAMBO O

LI15-Z50MBS

ETRIS- 3505

15-350XB JAMBO
15 inch

350W RMS

80

99.dB

MID-BASS

EL

190mm
ALUMINIUM

48

15-350XB RAMBO

| 15inch

350W RMS
80

| oa B

MID-BASS
3

190mm
ALUMINIUM

B15-400
15inch

400W RMS

B0

97a8
MID BASS

3
200mm
ALUMINIUM

I15-3I 5048

RATMNMBOO

IS5-4yooXMXEB
RAMBOO

IS5-3200MEBsSs

L15-350MBS
15 inch
350 RMS

a0

| 9648

| MID-BASS
=
190mm
STEEL

16-400XB RAMBOO
15inch

400W RMS

80

99 dB
MID-BASS

ar

200mm
ALUMINIUM

FM15-351
15 inch

650\ RMS

80

| o748
| BASS

345"

200mm

ALUMINIUM

BIS-HO0O

~InNis-32357

I5-200F~FRS

ETR15-3508
15inch
350W RMS

80

| g0dB

MID-BASS
g

200mm
STEEL

15-300MBS

' 15inch

250W~350W RMS

80
| 87dB

MID-BASS
o0

180mm

STEEL

15-200FRS
15inch
200W RMS

8n/en

| %8B

FULL RANGE
o

156mm
STEEL



PROFESSIONAL SPEAKERS & WOOFERS 12"

I2-200Imnme

12-200IMH-XXT

I12-200F~R-XXT

LI2-200INBsS

ETRIZ-I20S

SPECIFICATIONS 12-200MB

SIZE 12inch
POWERRATING | 200W RMS
IMPEDANCE 80
SENSITIVITY | 9648
FREQUENCY TYPE  MID-BASS
VOICE COIL 3

MAGNET SIZE 156mm
BASKET ALUMINIUM

12-200MH-XT
12inch .
200W RMS

80

97 dB

MID-HI

2

156mm

ALUMINIUM

LI2-200FFRS

1=2-TOOFFRS

12-200FR-XT
12 inch

200W RMS
&n

98 dB

FULL RANGE
o

156mm
ALUMINIUM

L12-200MBS
12 inch
200W RMS
a0

97 dB
MID-BASS
o

156mm
STEEL

L12-200FRS

_ 12 inch

200W RMS

80
96 dB

FULL RANGE
d

156mm
STEEL

I12-1SOFRS

12-150FRS

| 12 nch

150W RMS

80

| 988

| FULL RANGE
175"

156mm

STEEL

ETR12-1208
12 inch

120W RMS
BO/1B0
93dB

FULL RANGE
15"

138mm
STEEL

12-100FRS
12 inch

100W RMS
aa/1en

98 dB

FULL RANGE
15

135mm
STEEL

48



ETR I2-YO0O

50

Ji2-800

LINE ARRAY SPEAKER 12"

SPECIFICATIONS
SIZE

POWER RATING
IMPEDANCE
SENSITIVITY
FREQUENCY TYPE
VOICE COIL
MAGNET SIZE
BASKET

ETRIZ-Z250S

ETR12-2508
12inch
250W RMS

80
97 dB

MID BASS
25"
158mm
STEEL

ETR12-2008

12 inch

200W RM3

80
97dB

MID BASS

P
186mm
STEEL

ETRIZ2-Z200S

mBeiz2-4oo

~m i=2-94Y00

MB12-300
12 inch
300W RMS
80

96 dB

MID BASS
7

190mm
ALUMINIUM

J12-800
12 Inch
BOOW RMS
80

97dB
BASS

&

220mm
ALUMINIUM

MB12-400
12 inch
400\ RMS
80

96 dB

MID BASS
2

190mm
ALUMINIUM

ETR 12-400
12 inch

| 400WRMS
80
| 9548

MID BASS
3I|

. 180mm

STEEL

mei12-300

JI2-4HO0 O
FM12-400  J12-400
12 inch 12 Inch
| 400WRMS | 400w RMS
8n 80
| o748 o748
MIDBASS  MID-BASS
3 3
190mm 190mm
ALUMINIUM.  ALUMINIUM



PROFESSIONAL SPEAKERS - NEODYMIUM

neo iZ2-600

nNeo 15-357

SPECIFICATIONS
size

POWER RATING
IMFEDANCE
SENSITIVITY
FREQUENCY TYPE
VOICE COIL
MAGNET SIZE
BASKET

NEO 12-600
12 inch
600W RMS
80

99 dB

MID BASS
35"

NEODYMIUM MAGNET

ALUMINIUM

nNeo 1I2-400

NEO 12400
12inch.
400W RMS
80

89 dB

MID BASS
-

NEODYMIUM MAGNET

ALUMINIUM

nNeo 18-4siLrF~

NEO 15-351

15 inch

650W RMS

80

99.dB

MID BASS

34"

NEODYMIUM MAGNET
ALUMINIUM

NEO 18-451LF
18 inch
2000W RMS

80

96 dB

BASS

45"

NEODYMIUM MAGNET
ALUMINIUM




DJ & PA SPEAKER SYSTEMS

52

DRM-120

SPECIFICATIONS

INPUT POWER
CONFIGURATION

LOW FREQUENCY SPEAKER
HI FREQUENCY DRIVER
SPLat (1WHm)

NOMINAL IMPEDANCE

DRH-OI=2

DRMH-TIZ2
DRX-120 DRX-012
100W RMS ' 120W RMS
2 WAY 2 WAY
1X12" . 1x12
PIEZO PIEZO
9808 9BdB
80 ' 80

DRM-Z250P
DRMX-2500

DRX-112 DRX-250P
150W RMS ' 250W RMS
2 WAY ' 2 WAY

1 X 12" . 2X12"
PIEZO ' PIEZO
0848 ' 10048

80 ' &n

DRM-2008

SPECIFICATIONS
INPUT POWER
CONFIGURATION

LOW FREQUENCY SPEAKER
HI FREQUENCY DRIVER
SPLat (1WHm)

NOMINAL IMPEDANCE

DRM-=212
DRX-250N DRX-3008B
250W RMS . 300W RMS
2 WAY ' 2 WAY
2X12" 2xX1
NEO ' NEO
101dB 101dB
B 40

DP-6012
DRX-212 DP-6012
300W RMS 400W RMS
2WAY 2 WAY
212" 1%12"
NEO COMPRESSION
101dB 101dB
40 80



DRH-I508

SPECIFICATIONS

INPUT POWER
CONFIGURATION

LOW FREQUENCY SPEAKER
HI FREQUENCY DRIVER

SPL at (1W/1m)

NOMINAL IMPEDANCE

DRHN-Z208

DRX-350B
400W RIMS

2 WAY

2x12
COMPRESSION
101dB

40

DRX-320B
300W RMS

2 Way

1X15"
COMPRESSION
100dBE

80

DRX-TIO

SPECIFICATIONS

INPUT POWER
CONFIGURATION

LOW FREQUENCY SPEAKER
HI FREQUENCY DRIVER

SPL at (1W/1m)

NOMINAL IMPEDANCE

DRX-110
50W RMS
1 WaY
1X10°
9%dB

80

DR>-TIS5
DRX-115 DRX-500

300W RMS 500W RMS

2 Way 2 WAY

1X18° 2X15"
COMPRESSION COMPRESSION
100dB 100dB

80 80

DRMX-220

DRX-220
200\ RMS
2 WAY
1X15"
PIEZO
99dB

i}

DRX-500
DRH-600

DRX-500

800V RMS

2 WAY

2X15°
COMPRESSION
100dE

40



DJ & PA SPEAKER SYSTEMS

DRM-625 DRM-T25 DRM-825
DR.es0 cominTy DRM-T50 (PAINT) DR-850 (PAINT)
SPECIFICATIONS DRX-625 DRX-650 (PAINT) | DRX-725 DRX-750 (PAINT) | DRX-825 DRX-850 (PAINT)
INPUT POWER 700WRMS 700W RMS | 700W RMS 750WRMS | 80DW RMS B00W RMS
CONFIGURATION 2 WAY 2 Way 2 WAY 2 Way 2 WAY 2 WAY
LOW FREQUENCY SPEAKER | 2X 15" | 2x 15" | 2x15" " ax1s | 2x15° L 2x1s
HI FREQUENCY DRIVER COMPRESSION | COMPRESSION | COMPRESSION = COMPRESSION | COMPRESSION | COMPRESSION
SPL at (1Wim) 101dB 10148 10108 10168 101d8 1018
NOMINAL IMPEDANCE 40 I a0 40 10 a0

DRMX-1200 DRX-1600
DRX-1250 (PAINT) DRX-1650 (PAINT)
SPECIFICATIONS | DRX-1200 | DRX-1250 (PAINT) | DRX-1600 DRX-1650 (PAINT)
INPUT POWER 1200W RMS 12000 RMS 1600W RMS 1600W RMS
CONFIGURATION 2 WAY 2wy 2 WAY 2 WAY
LOW FREQUENCY SPEAKER . 2X158° . 2X1%" . 2X15 . 2X158"
HI FREQUENCY DRIVER COMPRESSION | COMPRESSION COMPRESSION COMPRESSION
SPLat (1Wim) | 10108 | 10168 101dB 10108
NOMINAL IMPEDANCE T | an T 40
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DRX-T18

SPECIFICATIONS

INPUT POWER
CONFIGURATION

LOW FREQUENCY SPEAKER
SPL at {(1W/1m)

NOMINAL IMPEDANCE

DRX-118
1000W RMS
1 WAY
1x18"
101dB

8Q

DRXM-T18 PAINT

DRX-118 (PAINT)
1000W RMS

1 WAY

%18

101dB

BO

DRX-121

| 3000W RMS

1 WAY
1x21"
101dB
80

DRX-218

| 2000W RMS

1 WAY

2x 18"
10148

8Q

DRMX-1=217

DRM-=218

DRM-218 PAINT

DRX-218 (PAINT)
2000W RMS

1 WAY

218"

101dB

a0



DJ & PA SPEAKER SYSTEMS

LA-TOOO

DRM-Z2T150 sS5CooP-118

SPECIFICATIONS DRX-2150 LA-1000 SCOOP-118
INPUT POWER 1000W RMS . 1000W RMS 1000W RMS
CONFIGURATION 2 WAY . 2 WAY BASS

LOW FREQUENCY SPEAKER 2X15 . 2X12"NEO . 1X18"

HI FREQUENCY DRIVER COMPRESSION COMPRESSION B
SPLat (1W/1m) 100c8 . 100dB 100dB
NOMINAL IMPEDANCE 40 . a0 an
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HF COMPRESSION DRIVERS

NEO-300 DJP-26D
SPECIFICATIONS | NEO-300
POWERRATING | 30W
IMPEDANCE l80
SENSITIVITY | 1078
FREQUENCY RANGE
VOICE COlL | 25.41M

MOUNTING TYPE

1.5KHz ~ 18KHz

Screw on 1-3/8"

HF-D350

DJP-26D
40w

| 80
108 dB

254 MM
Screw on 1-3/8"

COAMIAL COMPRESSION
DRIVER

TWEETERS

DHT-200N / BM-D200

SPECIFICATIONS
POWER RATING
IMPEDANCE
SENSITIVITY
FREQUENCY RANGE
HIGH FREQUENCY RANGE
MIODLE FREGUENCY RANGE
VOICE COIL HIGH-RANGE
VOICE COIL MID-RANGE
DIAPHRAGM MATERIAL
MOUNTING TYPE

1.5 KHz ~ 20KHz

HF-D450 BM-D500 HF-D550 HF-D1000
HF-D350 HF-D450 BM-D500 HF-D550 HF-D1000
AW | 50w | sow 80w 100W
80 80 80 |80 80
106 B 106 d8 107 B 109 68 111dB
1.2 KHz ~20KHz | 12KHz~20KHz | 1.2KHz ~ 20KHz | 1.0 KHz~20KHz | 500 Hz ~ 20KHz
344 MM | 444 MM 44.4MM | 51.6MM 722 MM
Screw on 1-3/8" | Screw on 1-3/8" | Screw on 1-3/8" | Screw on 1-3/8"  Bolt-on
COMPRESSION DRIVERS - DIAPHRAGM
HF-D2001
P - e DIAPHRAGM VOICE COIL SIZE
NEC-30 254 mm
80160 0 i DJP-26D 254mm
118dB @ HF-D350 4 mm
A00-22KHz HF-D450 44 4 mm
B000-22000Hz g _ BM-D500 44 4 mm
oo g ot e
1.750n
35in
POLYESTER
4 x ME holes
SPECIFICATIONS DHT-200N/BM-D200  DHT-100P / PZ-100
POWER CAPACITY 30W RMS 20W RMS
INPEDENCE /POWERTAPS 80
FREQUENCY RESPONSE  1.5kHz ~ 18kHz 1.8kHz ~ 20kHz
SPL at 1kHz 107dB 93d8
VOICE COIL 254mm PIEZO ELEMENT
DIMENSIONS W1BB X HT8X D1130mm W88 X H78 X DH30 mm

DHT-100P / PZ-100
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CROSSOVER NETWORK

C-800/UY50 C-1000/750

SPECIFICATIONS NW-400 €-3001200 . ox4a0 C-800/450 ©-1000/750
POWER CAPACITY oW 3w  30W-40W 5w 100W
CROSSOVER FREQUENCY 4 kHz 4k 25Kz | 25k 12Kz
NOMINAL IMPEDANCE 80 80 80 80 80
HIPASSFILTERSLOPE  180BiOctave | 12dBOctve  18.dBOctave | 18Bioctave | 18dB/Octave
LOW PASS FILTER SLOPE . ) | . .

C-350/200

C-500/YH50

SPECIFICATIONS C-3501200 C-3501450 C-500/450
POWER CAPACITY ' 350W 350 C so0w
CROSSOVER FREQUENCY 4Kz 2Kz 25kHz
NOMINAL IMPEDANCE 80 80 &0

HI PASS FILTER SLOPE 12 dB/Octave ' 12 dB/Octave . 1208/0ctave
LOW PASS FILTER SLOPE 12 dBlOctave ' 18 dB/Octave . fadBlOctave
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C-600/Y50

SPECIFICATIONS CX-50
POWER CARACITY 40W~50W
CROSSOVER FREQUENCY | 4 kHz
NOMINAL IMPEDANCE B0

HI PASS FILTER SLOPE . 18dB
LOW PASS FILTER SLOPE -

Q sz
C-TO00O/Y5053=2

SPECIFICATIONS C-1000/450SX2
POWER CAPACITY 1000W
CROSSOVER FREQUENCY 2.5kHz
NOMINAL IMPEDANCE 40

HI PASS FILTER SLOPE 12 dBiOctave
LOW PASS FILTER SLOPE 18 dB/Octave

C-500/750

CX-60
S0W~B0W

2.5kHz

80
24 dB

CX-100
100W

1.2 kHz

80
24.dB

C-500/750
500W
1.2kHz

80

12 dB/Octave
18 dB/Cctave

C-600/450 C-6001750
B00W | e00w

25 kHz 12k

40 40
12dB/Oclave | 12 dB/Octave
18 dBfOclave 18 dB/0ctave

C-1000/7505H=2

C-1000/7505X2

1000W
1.2 kHz

40

12 dB/Octave
18 dB/Octave

C-650s W

C-6505W
650W
250 Hz
80

12 dB/Octave



CROSSOVER NETWORK

O
Y- 1 Z505W

Ho

CHL-250I15T

SPECIFICATIONS C-1250SW _ CXL-2501ST C-2153

POWER CAPACITY 1200W _ 700W + BOW 4D0W + 400W + 50W~100W
CROSSOVER FREQUENGY 150Hz _ 25 kHz | 18kHz

NOMINAL IMPEDANCE 80 40 40

HIPASSFILTER SLOPE | . ' 1808 | 2408

LOW PASS FILTER SLOPE 12dB 1248 1248

-0 [

CHUL-500 CHL-750 CHL-501T
SPECIFICATIONS CXL500 CXL750 CXLS01T
POWER CAPACITY 60w 100W 50
CROSSOVER FREQUENCY 25kHz 1.5 kHz 25 kHz

NOMINAL IMPEDANCE 80 80 B0

HI PASS FILTER SLOPE 18 dB/Octave ' 18 4B 1808

LOW PASS FILTER SLOPE '
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Line ARRAY

CROSSOUER
SPECIFICATIONS CX-600 CX-800 LAC-1000 FOR LINE ARRAY
POWER CAPACITY GOOW +50W~100W 400W+ 400W + 50W~100W | 400W + 400W + 100W
CROSSOVER FREQUENCY 18 kHz 1.8 kHz 15kHz
NOMINAL IMPEDANCE 80 4Q 40
HI PASS FILTER SLOPE 24.d8 2448 24 dB
LOW PASS FILTER SLOPE 12dB 12dB 12dB

S5TAGE
| IMOMNITOR
cHIM-115
SPECIFICATIONS CXM-115 | CXM-215
POWER CAPACITY BOCW + 100W | 600VW+B0OW + 100W
CROSSOVER FREQUENCY 1.5kHz 1.5kHz
NOMINAL IMPEDANCE 80 40
HI PASS FILTER SLOPE 24 dB _ 24 dB

LOW PASS FILTER SLOPE 12dB 12dB

LAC-1000 LAC-600

LAC-600 FOR LINE ARRAY
ADOW + 100W

1.2 kHz

24dB
12dB

CHL-600/500

CXL-600/500
600W + BOW
2.5kHz

40

18dB

12dB

f1



CROSSOVER NETWORK

SPECIFICATIONS

POWER CAPACITY
CROSSOVER FREQUENCY
NOMINAL IMPEDANCE

HI PASS FILTER SLOPE
LOW PASS FILTER SLOPE

CP-450
50W
2.5 kHz
80
18 dBIOctave

: Lo i & LN D .
CImMR-4s590
SPECIFICATIONS CMR-450
POWER CAPACITY S50W
CROSSOVER FREQUENCY 2.5 kHz
NOMINAL IMPEDANCE 80
18 dBi0ctave

HI PASS FILTER SLOPE
LOW PASS FILTER SLOPE

CP-750
100w
1.2kHz
= 0. :

18 dB/Octave

CINR-750

CMR-750
100W

12kHz
80
i



ACCESSORIES

15/2/2.5mm

SPEAKER CABLE

%

SPEAKON PLUG - SPK - Z - 007P XLR FEMALE PLUG - XLR - N - 003F XLR MALE PLUG - XLR - N - 004M

MICROPHONE CARTRIDGE MICROPHONE - WIND SCREEN MICROPHONE HOLDER

y

SPONGE 6 COLOUR

)

SOUND BOX BELT-10 & 15 METER SPEAKER PARTS OF DJPLUS SPEAKERS
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